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W-3
Tear Drop Anode measures
6” x 3” x 1 1/4” and has cast-in 
galvanized steel strap with 
two 3/8” x 5/8” oval shaped holes

W-6
Tear Drop Anode measures
6” x 3” x 1 1/4” and has cast=in 
galvanized steel strap with 
two 3/8” holes

W-4
Anode has cast-in galvanized 
steel strap with 3/8” x 5/8” 
oval shaped holes

W-5
Anode has cast-in galvanized 
steel strap with 3/8” x 5/8” 
oval shaped holes

W-12
Anode  has cast-in galvanized
steel strap

W-12A
Zinc Anode with
cast-in aluminum strap

W-12B
Zinc Anode with
cast-in brass strap

W-24
Tapered Zinc Anode with two
cast-in galvanized steel straps

W-24-SQ
Rectangular Zinc Anode with
2 cast-in galvanized steel
straps

W-24A-SQ
Zinc Anode with
2 cast-in aluminum straps

W-24B-SQ
Zinc Anode with
2 cast-in brass straps

W-26
Zinc Anode with
cast-in galvanized steel strap

W-48
Zinc Anode with
cast-in galvanized steel strap

ALL ANODES LISTED ARE OF MIL-SPEC

U.S. MIL-A18001 SPECIFICATION 1 © 1992, CAMP CO.
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PLAIN ZINC PLATE

5300 - 95th Street North
St. Petersburg, Florida  33708

Part No. Dimensions A Dimension B Dimension C
Width (Inches) Length (Inches) Thickness (Inches)

Z P - 2 6 12 1/2

Z P - 3 4 6 1/2

Z P - 4 6 6 1/2

Z P - 5 6 6 1

Z P - 10 2 24 1/2

Z P - 12 6 12 2 7/8

Z P - 13 8 8 1

Z P - 14 10 10 1

Z P - 15 12 12 1

Z P - 16 8 16 1/2

Z P - 17 4 7 2

Z P - 18 6 12 1

Z P -19 3 3 1/2

Z P - 20 3 3 1

Z P - 21 3 6 1/2

Z P - 22 3 6 1

Z P - 23 2 6 1 1/2

Z P - 33 6 1/2 12 1/8 1 1/2

Z P - 34 7 7 1

Z P - 35 9 9 1

ALL ANODES LISTED ARE OF MIL-SPEC

U.S. MIL-A18001 SPECIFICATION 2 © 1995, CAMP CO.
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ZINC PLATES
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ALL ANODES LISTED ARE OF MIL-SPEC

ZP-1
Zinc Plate 6” x 12” x 1/2”
Smooth Finish, Similar to
Roll Zinc
Nominal Weight - 9 lbs

ZP-2
Zinc Plate 6” x 12” x 1/2”
Nominal Weight - 9 lbs
CAST ZINC CANNOT BE BENT

ZP-3
Zinc Plate 4” x 6” x 1/2”
Nominal Weight - 3 lbs

ZP-4
Zinc Plate 6” x 6” x 1/2”
Nominal Weight - 41/2 lbs

ZP-5
Zinc Plate 6” x 6” x 1”
Nominal Weight - 9 lbs

ZP-6
Zinc Plate 6” x 12” x 1/2”
2 Score. This can be broken
into 3 Sections.
Nominal Weight - 9 lbs

ZP-7
Zinc Plate 6” x 12” x 1” -- 2
Score. This can be broken
into 3 Sections.
Nominal Weight - 17 lbs

ZP-8
Zinc Plate 6” x 12” x 1/2” -- 3
Score. This can be broken
into 4 Sections.
Nominal Weight - 9 lbs

ZP-9
Zinc Plate 6” x 12” x 1” -- 3
Score. This can be broken
into 4 Sections.
Nominal Weight - 17 lbs

ZP-10
2” x 24” x 1/2”
Nominal Weight - 7 lbs

ZP-11
6” x 27/8” x 1”
5/8” Dia. Hole on 4” Centers

ZP-16
Zinc Plate 8” x 16” x 1/2”

ZP-32
Zinc Plate 6” x 12” x 1 1 /2”

U.S. MIL-A18001 SPECIFICATION 3 © 1992, CAMP CO.

CAMP
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Center Distance
Between Holes

Aluminum Plate
Cast-In

Side View

Galvanized Steel Plate

Galvanized Steel Plate

5300 - 95th Street North
St. Petersburg, Florida  33708

ZHC-11
Zinc Anode with two
cast-in aluminum plates

ZHC-15
Zinc Anode with two
cast-in aluminum plates

ZHC-17
Zinc Anode with two
cast-in aluminum plates ZHC-47

Zinc Anode with cast-in galvanized steel plate

ZHC-24
Zinc Anode with cast-in galvanized steel plate

ZHC-23
Zinc Anode with two cast-in aluminum plates

ALL ANODES LISTED ARE OF MIL-SPEC

U.S. MIL-A18001 SPECIFICATION 4 © 1993, CAMP CO.

CAMP
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5300 - 95th Street North
St. Petersburg, Florida  33708

ALL ANODES LISTED ARE OF MIL-SPEC

HULL PLATE WITH BONDING WIRE*
Part
No.

Length Width Thickness

CZP-1 4 1/2” 2 1/2” 11/16”
CZP-2 6” 3” 3/4”
CZP-3 6” 2 1/2” 3/4”
CZP-4 9” 5” 13/16”

B-6
Rectangular Zinc Anode
with two cast-in 7/16” I.D.
Bronze Bushings
Nominal Weight - 6 lbs

B-12
Tapered Zinc Anode
with two cast-in 7/16” I.D.
Bronze Bushings
Nominal Weight - 9 lbs

B-24
Tapered Zinc Anode
with two cast-in 7/16” I.D.
Bronze Bushings
Nominal Weight - 23 lbs

Zinc Grouper comes with 20 ft. galvanized
wire rope and an electrical connector with
instruction sheet enclosed
Nominal weight 6 lbs

CT-1
Crab Trap Zinc with cast-in galvanized wire
for grounding
Nominal weight 3/4” lbs

DIVERS PLATE

DP-1
Zinc Anode with cast-in
aluminum plates

U.S. MIL-A18001 SPECIFICATION 5 © 1992, CAMP CO.

*No. 12 Copper - 14” Long

CAMP
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Note:  For Added Protection, All Collars Have Cast-In Copper Contacts For Permanent Ground And Cast-In 
Stainless Bushings

5300 - 95th Street North
St. Petersburg, Florida  33708

ALL COLLARS WITH MC PART NO’S ARE MIL-3PEC

NO. SHAFT O.D. DIA. WIDTH
MC-17 4 1/2” 8” 1 1/2”
MC-18 4 3/4” 8” 1 1/2”
MC-19 5” 8” 1 1/2”
MC-20 5 1/2” 9 1/2” 1 1/2”
MC-21 6” 9 1/2” 1 1/2”
MC-22 6 1/2” 9 1/2” 1 1/2”

CAMP

CONDENSER ZINCS
CAT.
NO.

(D)
DIA.

NOM.
WT.

CORE

CZA-2 2” 1 lb. A
CZA-3 3” 2 lbs. A
CZA-4 4” 3 lbs. A
CZA-5 5” 5 lbs. A
CZA-6 6” 7 lbs. A
CZA-7 7” 10 lbs. A
CZA-9 9” 16 lbs. B (Not Shown)
CZA-11 11” 24 lbs. B (Not Shown)
CZA-6x6 --- 9 lbs. A

Core(A) - One 1/2” IPS galvanized steel pipe core
Core (B) - Two 1/2” IPS galvanized steel pipe core
on 3 1/2” centers (Not Shown)

U.S. MIL-A18001 SPECIFICATION 6 © 1995, CAMP CO.

DISC ANODE

CAT.
NO.

ZD-55

1/2” IPS Galvanized
Pipe Core

1”

1/2” IPS Galvanized
Pipe Core

1/16”

1/16”

1/16”

1/16”
1”

6”
CZA-6x6
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U.S. MIL-A18001 SPECIFICATION 7 © 2001, CAMP CO.

CAMP

2874A

1874A

7/8” DIA. 9/16” DIA. - 2 HOLES

1”
2”

2”
2 1/2” 4”

9”

1 1/16”

1/2” GALVANIZED
    PIPE CORE

1 1/16”

1/2” GALVANIZED
    PIPE CORE

1 7/8”

7”

1 5/8”
3 1/4”

1”
2”

7/8” DIA. 9/16” DIA. - 2 HOLES

HEAT EXCHANGER ANODES
FERNSTRUM

Part No.
2874A
1874A


